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Abstract:
The smart materials are capable to integrate the remarkabale active functions into a traditional structure of the composites. There is a wide reaseach possibility towards the embedded patches into a composite primary structure. This particular study aims to investigate the effect of the embedded smart materials in a conventional composite laminate. Carbon Fiber Reinforced Composite specimens with and without PZT piezo elements embedded in the structure are studied for Tensile, In-plane Shear and three point bending properties. Previously researched mechanical behaviour and the operational influence of the piezo sensors are sequentially analysed, particularly for the elecetric capacitance during all the categories of testing. The limitations have also been studied into the comparison of the struc-ture with and without the piezoelectric material patches. The extended Finite Element (XFEM) modelling approach has been applied to study the sensorized damage model for the numerical and experimental study. This study also presents simplified and understandable techniques and offers a new direction for the experimental and computational modelling design for the progressive damage, based on the principles of Extended Finite Element Method (XFEM). The extensive experimentation and numerical modelling for interlaminar and intralaminar crack of Carbon Fiber Reinforced Composite CFRCs materials are studied, with and without piezoelectric patches. The experiments and simulations are designed and grouped into categories of load, boundary conditions and types arranged according-ly for fracture, delamination, fiber breakage and matrix crack towards the damage evolution. The dimensions of the specimens and the effects are also studied regarding lengths, thickness and width in multiple categories. The loading cases of tension and the inplane shear are studied for multiple cases for numerical as well as experimental investigation having different orientations and dimensions. The delaminated and fractured mode I and mode II specimen were analysed for the expected and the real time values of strength to figure out the precise values of trends to predict the composite properties.
Introduction
The fracture behavior of piezoelectric materials under different loading conditions has been a focus of research recently to validate the versatility of piezoelectric patches in composite structures for applications in electromechanical. The experimentation has been carried out in different scenarios of the layered structure being replaced by fiber-reinforced composite layers to optimize the weight. The recent research revealed the importance of Lead Zirconate Titanate (PZT-5A) which is the most commonly used piezoelectric material because of its superior voltage actuation ability. The development and improvement has been constantly done for piezoelectric materials in various applications and particular design. The fracture mechanics for micro crack initiation, propagation and the failure behavior is equally critical to be known. Therefore, a number of studies have been initiated to evaluate fracture strengths of piezoelectric materials.
For the purposes of the general scenario and methodological evolution, Table 1 lists different smart packet models analyzed and validated. Crawley and De Lois [1] developed a basic frame-and-frame research for the model of the crossbar to regularly distort the electrode of the blades on the surface, including the spots and beam axis alignment. The model calculates the bending response, including the effects of shear retardation of the adhesive layer between the bisoceramic agent and the beam. It has been shown that the transfer of voltage from the bizoserimi operator to the structure takes place in a small area near the two ends of the engine, and there is maximum effort to cut in this area. As the adhesive layer becomes thinner and / or more rigid (shear coefficient), it approaches an ideal bonding state (concentrated shear at the two engine ends) and the comparison is shown in Table 1 . The thick-walled and thick-walled beams were evaluated [3] , [4] and assessed progress in composite modeling. By introducing the layers of the designed layers, multiple load scenarios can be observed within the whole structure with or without compressive electric spots, which regulate induced deformation procedures for various applications, especially aerospace installations. A large number of studies have been carried out for high-walled composite beams. The ceiling wall can be designed as a thick sheet or sheet, including the effect of cross shear, as well as bending distribution as developed and certified in several models as shown in Table 1 .
Multipurpose and multi-layer materials systems are widely used in all vital application categories in mechanics, space, civil, biomedical, etc. Due to mechanical behavior and unique response values. Mechanical properties and damage behavior of interfaces based on laminate response were found for almost all types of applied structures, carbon fiber reinforced materials in illustrations of materials of various stages, and their own microcaracterísticas system. The structure is often characterized by a complex distribution of material components, which can vary in an inevitable or even random way within a microscopic structure. Carbon fiber reinforced polymers (CFRP) have been commonly used in the aerospace, shipbuilding and automotive industries for decades. With the extensive application of CFRP, the investigation of mechanisms for damage to CFRP structures was a major concern for the further development of CFRP in engineering structures [5] - [8] . At present, there are no reliable digital approaches that provide engineers and researchers with effective predictability of damage and failure when designing composite fiber structures. Recent developments have focused on the interlaminar interface as a special area in relation to discharge diffusion modeling. Multilayer lamination results from damage to composite plates on site most of the time, as it grows into several interlaminar interfaces. The R & D reassembling of a promising mathematical model is able to account and restores multiple failure mechanisms, including the displacement of matrix lining failure and fiber damage [9] - [11] .
Assumptions and methodologies are improving; the main objective of research development is to predict numerical damage, optimal computing resources and modeling facility. The computational model for fracture cracking and structural staining is still under development, and many assumptions and techniques have been developed in this area of study to obtain accurate accurate predictions of damage. The X-FEM method is a digital technique based on the FEM method that efficiently handles the interruptions and complex elements of the structure. The formulation and reference point was provided by Moss] N, Dolbow J and Belytschko serve as a free phenomenon network as a new approach to represent fracture surfaces and crack evolution in the standard method based on Galerkin [12] . The method began to get approaches and improvements, and began to research with the formulation of the plate where the shear block was not integrated, the limited elements approach was enriched in the next stage with intermittent functions close to the edge to allow the geometry of the cracks to be processed as an independent mesh material that greatly facilitated Simulate crack growth. XFEM has been studied for all interruptions and types to model and formulate a relatively accurate growth simulation. Disruptions can be strong or weak depending on the density and resistance values of the particular situation; in some ways, strong reflections in solution variables are addressed when managing complex structures. Displacement is the variable solution in structures. Strong interruptions are displacement of edges such as cracks and holes. Disruptions in the solution variable are mainly treated as a weak category. The method can be applied to organized and unorganized networks. The coordinated networks of material science are applied in many research works, where the properties of the unit cell of the material should be noted and appreciated, while unorganized networks tend to be widely used to analyze engineering structures and components. It is often recommended to form the grid to the outer limits of the component, That some of the methods currently under development are capable of handling complex geometric shapes even with complex networks. These methods can easily form the simplified solution for many complex cases in material modeling such as diffusion of cracks, evolution of disturbances, modeling of particle boundaries and evolution of phase boundaries [13] . When using this method, the independent morphological form of these entities and the network of finite elements is independent. The enrichment offset fields are the main side at the near end of the fraction area and the corresponding results are analyzed and controlled for problem modeling. Similarly, the proliferation of cracks, or the fertilization function of the cracking model or the imbalance by elastic means, is estimated by a single close solution of the near field. The ability to apply the remesh method to crack growth, there are certain drafting techniques and methods to model crack propagation and relative growth parameters without rebooting. These methods without a network is not necessary for connectivity methodologies and the problem of uniqueness of nodal points, the method of replacing the arbitrary local network is a mobile network technique and divides into two different meshing problem identified in the following sections in the detailed formulation [12] , [14] [15].
Model Description And Experimentation

Experimental setup and materials
The setup has been developed and tested by Hu kai-ming [16] . In order to simulate the effect of axial compression force piezoelectric bimorph actuator under simply supported boundary conditions, the design and customized setup of the experimental fixture is shown in Fig.1 , where the left side of the drive is fixed at the end of the rotating shaft. The output shaft is the slidable at the rotary end, which is able to slide in the chute of the front base, in order to apply the axial load in the direction shown. For compression force, the sliding shaft and parallel main spindle sequentiallyto form a suspension effect on the suspension shaft. The magnitude of the axial force is adjusted by increasing or decreasing the weight of the blocks as indicated. Furthermore, to measure the output shaft angle of the driver, a metal strip is embedded on the output shaft as the reflector. The displacement of the distance from the center of the output shaft to a desirable height is measured by a laser position measuring instrument.
On the other hand, for direct mechanical tests, the Electronic Universal Testing Machines (DDL300) shown in Fig. 1 , by Changchun machine science research institute is used in the laboratory for mechanical property testing of the Carbon Fiber Reinforced Composites. The machine consists of a central computer, electrical connection system, data acquisition system and computer software. The program, TestExpert.NET, is used, which includes its main function group flow control and set parameters, acquisition and storage of test data, account calculation and print test report. The DDL series adopts the EDC series digital control system; the DNS series adopts the PSC-A control system. The experimental design has been inspired from numerous studies performed for testing carbon fiber/epoxy composites and a detailed available data for the properties with a number of variables were analyzed and studied for the comparison of the experiments with the calculations. The composites are made of T700S carbon fibre, based as the matrix material with the fibre varied volume fraction as shown in Table 2 . 
Geometry and boundary conditions
The categories have been designated as per thicknesses of the 5 plies layered specimens, representing the specific set of orientations and respective dimensions with the listed values of geometric tolerances. The experimental setup has been demonstrated for the different modes of tension and respective orientations of primarily [(Universal 0˚), (0˚, 90˚, 0˚, 90˚), (Universal 90), (+45˚,-45˚)] and individual plies evaluations and pre-test investigations. The demonstration of crack propagation with the ABAQUS XFEM results of the composite carbon fiber trends was a previous trend to verify the experimental results of several studies. [17] - [19] ABAQUS uses the national definitions of physical models and interactions of carbon fiber composite samples with the multiple trends and designs described in Table 3 . The numerical model presented in the previous section is validated and compared to the results based on the maximum stress criterion. There is a variation in the typical dimensions of the widths and thickness of the different orientations, as shown. It provides accuracy and accuracy to verify the experimental and numerical results in terms of groups A, B and C. The material has already been defined and explained to the categories and sequences of experiments mentioned. The schematic diagram of the plates can be seen in Figure 3 with the order details. Table 1 . The  Table shows the detailed dimensions of the set of specimens corresponding to the categories A, B and C as explained.
Damage Model
Progressive failure defines how damage propagates though a laminate and can be caused by cyclic or monotonic loading [20] - [22] . The modeling technique that is discussed here was used to model the progressive damage of a CFRP laminate. These rules were applied in a loop until ultimate failure was achieved. The method provides a good correlation with experimental results. Modeling progressive damage of transverse cracks, delaminations, and fiber breaks is discussed in [23] . Many researchers have used cohesive zone elements to predict delaminations for a variety of experimental situations [24] - [30] 
Numerical Model
A 3D numerical model of PZT having dimensions 5.8x0.5x0.12 cm is developed in commercial available software ABAQUS Standaerd according to the data expressed in Table 2 . The numerical results are validated by the experimentation. A 3D finite element model of PZT is shown in Fig. 4 . The peak to peak voltage generated by PZT patches at variable electromechanical loading is expressed numerically in Fig.  6 [31] . 
Experimental model
Several laboratory methods were used to evaluate fracture characteristics, including bending tests, tensile and pressure tests, DCT, indirect voltage testing (IDT) and semi-circular flexion test (SCB). SCB engineering is irrelevant, as it is more practical to test laboratory and field samples than conventional beams [32] . In order to develop precise patterns of growth behavior of cracks, a comprehensive program of material characterization and damage should be studied and developed, taking into account the characteristics and categories, as described in [33] .
Samples of carbon fiber reinforced composite plates are shown in Fig. 7 and many other samples have been studied to investigate fracture strength and cohesion in case of tensile loading. Experiments were conducted for multiple cases of different directions and conditions as mentioned in Table 1 . Crushing and cracking are examined according to tensile loads for each case and class. Figure 6 shows failures in the case of load voltage and similar analyzes were carried out for the rest of categories A, B and C. The study was previously performed for the analytical model, which led to a similar evolution of the damage model. The composite layers and angles of CFRRC are specifically for the matrix damage standard, and the data were presented in Tables 4-6 Basic tests and associated parameters are listed and graphically presented for fracture tests in the following sections, comparisons with previous experiments, how values were improved, and methods were well identified. The damage failure in the composite structure is evaluated as a complete field phenomenon for specific cases and groups where the damage to the elastic region is examined as a separate study, and the maximum load and resistivity values are shown in Table 2 .
Experimental And Numerical Results
XFEM results without piezoelectric patches
The experimental models have been investigated for the tensile stress-strain contour plots and the comparative responses of the specimens accordingly for the listed categories and groups shown in Fig. 8-Fig. 10 and stress-strain plots are shown categorically as well in Fig. 11 -Fig. 13 . The results reflect that both the tensile strength and strain capacity for the set of experiments , and the tensile strain capacity is found much more significant than the tensile strength for different orientations. It is understandable from the study by [23] that tensile strain-hardening behaviour may not exist as a first cracking may lead to failure due to an inadequate fibre bridging capacity to endure the stress. The stress-strain curve behaviour has been figured out to be zigzag by XFEM [34] and by other modelling methods; programme which are published for the damage initiation, development and growth for the crack and propagation accordingly, which is triggered by the fracture of fibers. The models depict almost uniformity for the progressive damage once the damage is initiated and moves. The trend may be observed for numerically homogenized load values against the corresponding far field strain value for the group A, B and C. Furthermore, The nominal stress-strain curve for XFEM /Weakening and cohesive elements model conforms and validates the model for all the parameters discussed in previous sections.
Based on the tensile model for mode I the damage is well defined and compared for the localization, stress intensities, delamination, fiber breakage, matrix cracking etc. for all the categories and few results are shown in previous section for the specimens crack/fracture growth path and respective XFEM-based delamination growth models were investigated and proposed further for multi-cracking and three point bending tests. The 3D composite structure with XFEM embedded model was built in the software package of ABAQUS and employed in current and future assessment studies, the subroutines programmed for the delamination growth models were introduced into the study to validate the experimentation work shown in Table 7 . There were few bugs and data post-processing issues for one of the category for which the model was re-developed. The summary can be analysed from Table 9 for all the values of the fracture strengths for the categories and the % error and variation of the data.
Static and dynamic results with piezoelectric patches
In order to verify the statics analysis model, ANSYS software has been used to model it. The solid226 coupling field element is selected for the upper and lower two piezoelectric layers, which is a 20 node hexahedron entity list.The element has the function of coupling multiple physical fields, such as force, electricity, heat and magnetism, where only voltage and mechanical degrees of freedom are used. The solid186 structure element is adopted in the laminates and the interface between the piezoelectric layer and the intermediate matrix layer is applied for the same properties listed in the composite data. The finite element model includes the beam length of 50mm, the width of 10mm, the total thickness of 0.6mm, and the thickness of each layer being 0.2mm, repeatedly. The width of the unit cell is 1mm, and the piezoelectric layer is divided into one layer in the thickness direction. The two level, the model contains 1000 solid 226 units, 1000 solid 186 units, and finite element modules. These types are shown in Figures 2-4 . Because this analysis is geometrically nonlinear finite element analysis of electromechanical coupling field, it is Large Displacement Static solver is selected in ANSYS and divided into sub steps. The 3D model is shown in Fig. 14 The dynamic and static finite element modelfinite element model's size, unit, material properties and the boundary condition are the same. The half power point method for damping ratio under different axial forces is also shown in Fig. 15 for all the ranges from 0-20.3 N and the curves of first-order frequency with axial force under different load inertia mass are shown in Fig. 16 . To study the material response, amplitude frequency and phase frequency characteristic curves need to be obtained. It is easier to process the amplitude frequency response data. With fast Fourier transform (FFT) and smooth processing, better amplitude and frequency response results can be obtained. The amplitude frequency response data processing program will be explained briefly at the end of this section, while the phase frequency curve is more complicated. First, the time domain response signal is measured through experimental sweep. Fig.  16 is the frequency of 20.3N at axial force. At 1~500Hz, the amplitude response is 30V linear sweep signal. The phase angle direction definition diagram is shown in Fig. 17 . The analysis of Fig. 18 and Fig. 19 shows that the phase angle range of the two order oscillations can only be 0 to -180 degrees. Due to the error noise in the experimental measurement, the phase angle may lead or lag behind. In addition, the problem of defining the domain of phase angle, for example, ψ1=+179 and ψ2=-179, is actually in the four quadrant phase coordinates. It is only 2 degrees in the system, but after initial processing, it has a delta disturbance of Δψ=ψ1-ψ2, Δψ=+358, resulting in serious disturbance. Therefore, further data processing is needed to eliminate such disturbances, while noise errors should be retained. It is necessary to determine which circumstances are noise errors and what are the errors produced by the definition of the phase angle. 
Conclusion
The extensive experimentation and numerical analysis has been carried out for the development of a flexible framework for the prediction of the damage computational model. The techniques for fracture and delamination behaviour of the crack in carbon fiber reinforced composites with and without piezoelectric patches were investigated, particularly for the different modes of loads and boundary conditions has been evaluated using XFEM. The nmuerical model for PZT is developed which can accurately predict the response of electromechanical loading on the peak to peak voltage generation of the system. The experimentation and numerical response of the framework is in a good agreement , hence conforms the proposed technique as a simplified and efficient tool for the beginners and professionals. Large deformations of smart flexible beams due to multiple loading scenarios and application of piezoelectric patches have been studied.The flexible beams having linear elastic and viscoelastic responses have been evaluated and application to bimorph wing has also studied. The effect was closely observed for the smart beams are under tensile, inplane shear and bending. The countenance for the induced moment by the piezoelectric patches is presented by considering both linear and nonlinear electro-mechanical response of the piezoelectric material.
